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(i) BOP test records. You must record 
the time, date, and results of all pres-
sure tests, actuations, crew drills, and 
inspections of the BOP system, system 
components, and marine riser in the 
driller’s report. In addition, you must: 

(1) Record BOP test pressures on 
pressure charts; 

(2) Have your onsite representative 
certify (sign and date) BOP test charts 
and reports as correct; 

(3) Document the sequential order of 
BOP and auxiliary equipment testing 
and the pressure and duration of each 
test. You may reference a BOP test 
plan if it is available at the facility; 

(4) Identify the control station or pod 
used during the test; 

(5) Identify any problems or irreg-
ularities observed during BOP system 
and equipment testing and record ac-
tions taken to remedy the problems or 
irregularities; 

(6) Retain all records including pres-
sure charts, driller’s report, and ref-
erenced documents pertaining to BOP 
tests, actuations, and inspections at 
the facility for the duration of the 
completion activity; and 

(7) After completion of the well, you 
must retain all the records listed in 
paragraph (i)(6) of this section for a pe-
riod of 2 years at the facility, at the 
lessee’s field office nearest the OCS fa-
cility, or at another location conven-
iently available to the District Super-
visor. 

(j) Alternate methods. The District Su-
pervisor may require, or approve, more 
frequent testing, as well as different 
test pressures and inspection methods, 
or other practices. 

[63 FR 29607, June 1, 1998]

§ 250.517 Tubing and wellhead equip-
ment. 

(a) No tubing string shall be placed in 
service or continue to be used unless 
such tubing string has the necessary 
strength and pressure integrity and is 
otherwise suitable for its intended use. 

(b) In the event of prolonged oper-
ations such as milling, fishing, jarring, 
or washing over that could damage the 
casing, the casing shall be pressure-
tested, calipered, or otherwise evalu-
ated every 30 days and the results sub-
mitted to the District Supervisor. 

(c) When the tree is installed, the 
wellhead shall be equipped so that all 
annuli can be monitored for sustained 
pressure. If sustained casing pressure is 
observed on a well, the lessee shall im-
mediately notify the District Super-
visor. 

(d) Wellhead, tree, and related equip-
ment shall have a pressure rating 
greater than the shut–in tubing pres-
sure and shall be designed, installed, 
used, maintained, and tested so as to 
achieve and maintain pressure control. 
New wells completed as flowing or gas-
lift wells shall be equipped with a min-
imum of one master valve and one sur-
face safety valve, installed above the 
master valve, in the vertical run of the 
tree. 

(e) Subsurface safety equipment shall 
be installed, maintained, and tested in 
compliance with § 250.801 of this part. 

[53 FR 10690, Apr. 1, 1988, as amended at 55 
FR 47753 Nov. 15, 1990. Redesignated and 
amended at 63 FR 29479, 29485, May 29, 1998]

Subpart F—Oil and Gas Well-
Workover Operations

§ 250.600 General requirements. 
Well-workover operations shall be 

conducted in a manner to protect 
against harm or damage to life (includ-
ing fish and other aquatic life), prop-
erty, natural resources of the Outer 
Continental Shelf (OCS) including any 
mineral deposits (in areas leased and 
not leased), the national security or de-
fense, or the marine, coastal, or human 
environment.

§ 250.601 Definitions. 
When used in this subpart, the fol-

lowing terms shall have the meanings 
given below: 

Routine operations mean any of the 
following operations conducted on a 
well with the tree installed: 

(a) Cutting paraffin; 
(b) Removing and setting pump-

through-type tubing plugs, gas-lift 
valves, and subsurface safety valves 
which can be removed by wireline oper-
ations; 

(c) Bailing sand; 
(d) Pressure surveys; 
(e) Swabbing; 
(f) Scale or corrosion treatment; 
(g) Caliper and gauge surveys; 
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